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Product Range
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	GRADIENT PPRODUCT CODE
	DESCRIPTION
	IMAGE

	
	
	

	WG15001
	0.15 MM Wire Guides for Electronica Elcut, Opticut & Maxicut machines
	[image: image1.png]




	WG20001
	0.20 MM Wire Guides for Electronica Elcut, Opticut & Maxicut machines
	

	WG25001
	0.25 MM Wire Guides for Electronica Elcut, Opticut & Maxicut machines
	

	WG30001
	0.30 MM Wire Guides for Electronica Elcut, Opticut & Maxicut machines
	

	WG15002
	0.15 MM Wire Guides for Electronica Supercut machines
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	WG20002
	0.20 MM Wire Guides for Electronica Supercut machines
	

	WG25002
	0.25 MM Wire Guides for Electronica Supercut machines
	

	WG30002
	0.15 MM Wire Guides for Electronica Supercut machines
	

	WG15003
	0.15 MM Wire Guides for Electronica Springcut machines
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	WG20003
	0.20 MM Wire Guides for Electronica Springcut machines
	

	WG25003
	0.25 MM Wire Guides for Electronica Springcut machines
	

	WG30003
	0.30MM Wire Guides for Electronica Springcut machines
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	GRADIENT PRODUCT CODE
	DIAMETER

IN MM
	DESCRIPTION
	ORIGINAL PART NO.
	IMAGE

	
	
	
	
	

	WG15011
	0.15
	Japax LS-250A.350A.500A. 800A

Upper
	SSZ 1006~1008
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	WG20011
	0.20
	
	
	

	WG25011
	0.25
	
	
	

	WG30011
	0.30
	
	
	

	
	
	
	
	

	
	
	
	
	

	WG15012
	0.15
	Japax LS- 250A.350A.500A. 800A Lower

L=44(A)/L=28(B)
	SSZ 3006~3008

SSZ 2006~2008
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	WG20012
	0.20
	
	
	

	WG25012
	0.25
	
	
	

	WG30012
	0.30
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	WG15013
	0.15
	Japax EXP.LUB. LUX.LXR.LDM

Upper (101) /

Lower (102)
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	WG20013
	0.20
	
	
	

	WG25013
	0.25
	
	
	

	WG30013
	0.30
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	GRADIENT PRODUCT CODE
	DIAMETER

IN MM
	DESCRIPTION
	ORIGINAL PART NO.
	IMAGE

	
	
	
	
	

	WG15014
	0.15
	Fanuc

O.P.Q.R.T.W.

Upper & Lower
	A290-8021-X765-X767

A290-8021-X775-X777
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	WG20014
	0.20
	
	
	

	WG25014
	0.25
	
	
	

	WG30014
	0.30
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	WG15015
	0.15
	Fanuc

Alpha –0A.0B

Upper & Lower
	A290-8101-X730-X736

A290-8101-X740-X746
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	WG20015
	0.20
	
	
	

	WG25015
	0.25
	
	
	

	WG30015
	0.30
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	WG15016
	0.15
	Charmilles

Robofil 100.200. 

400.500.600. 2000.4000.1020. 

2020. 4020.310. 510

Upper & Lower
	430585
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	WG20016
	0.20
	
	
	

	WG25016
	0.25
	
	
	

	WG30016
	0.30
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	430586
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	GRADIENT PRODUCT CODE
	DIAMETER

IN MM
	DESCRIPTION
	ORIGINAL PART NO.
	IMAGE

	
	
	
	
	

	WG15017
	0.15
	Mitsubishi

New SU.F.

F1.G

H.H1

Upper & Lower
	X053C082G

X052B040G

X052B054G
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	WG20017
	0.20
	
	
	

	WG25017
	0.25
	
	
	

	WG30017
	0.30
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	WG15018
	0.15
	Sodick

150W.AP150.

AW330.450

EPOC300.500.

600.800
	3080244
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	WG20018
	0.20
	
	
	

	WG25018
	0.25
	
	
	

	WG30018
	0.30
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	WG15019
	0.15
	Sodick

A300.500.

AW300.450

EPOC AP.BF
	3081000
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	WG20019
	0.20
	
	
	

	WG25019
	0.25
	
	
	

	WG30019


	0.30
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	





EDM Brass Wire: MAXCUT  

	TYPE OF WIRE
	DIAMETER

IN MM
	CHEMICAL COMPOSITION
	TENSILE STRENGTH IN KGF/Sq. MM.
	COLOR

	
	
	
	
	

	MAXCUT - S
	0.20 – 0.30
	CuZn37
	45 - 55
	GOLD

	MAXCUT - H
	0.20 – 0.30
	CuZn37
	>90
	GOLD


EDM Zinc Coated Wire: JETCUT

	TYPE OF WIRE
	DIAMETER

IN MM
	CORE COMPOSITION
	COATING COMPOSITION
	TENSILE STRENGTH IN KGF/Sq. MM.
	COLOR

	
	
	
	
	
	

	JETCUT - S
	0.20 – 0.30
	CuZn37
	Zinc
	45 - 55
	GREY

	JETCUT - ATS
	0.20 – 0.30
	CuZn37
	Zinc
	60 - 65
	SIL. GREY

	JETCUT - H
	0.20 – 0.30
	CuZn37
	Zinc
	>85
	SILVER


EDM COATED WIRE: POWERPLUS

	TYPE OF WIRE
	DIAMETER

IN MM
	CORE COMPOSITION
	COATING COMPOSITION
	TENSILE STRENGTH IN KGF/Sq. MM.
	COLOR

	
	
	
	
	
	

	POWER PLUS

(X)
	0.20 – 0.30
	COPPER
	CuZn45
	45 - 55
	BROWN

	POWER PLUS

(NS)
	0.20 – 0.30
	CuZn37
	CuZn45
	55 - 60
	BROWN

	POWER PLUS

(NH)
	0.20 – 0.30
	CuZn37
	CuZn45
	>85
	BROWN


SPOOL DIMENSIONS:


                             







Single Point Dressers: The Single Point is the traditional diamond dressing tool. Single Point dressers are especially used in grinding operations where very fine finishes and close tolerances are required. The selection of diamond dresser depends on machine condition, abrasive specification and working condition. The size of the diamonds used can vary in weight, normally from 0.25 carats each to 5 carats. The diamonds are selected from a wide range of qualities and shapes to suit each working application.

	Grade A – Super
	Grade B – Commercial

	Specially selected natural point diamonds with very high crystal strength. These are designed for straight dressing and truing and for maximum tool life.
	These stones have irregular shape and turned to cone point. These are lesser quality stones than A and therefore have less dressing time expectancy.














	Chisel Point Dresser


Chisel Points are designed for precision forming of radii and contours on many tool room and cylindrical applications.










Blade Dresser provides a robust and economical alternative to the single stone diamond chisel. It maintains a consistent, thin diamond cutting edge throughout its working life. Adjustable re-useable or fixed head holders are available for mounting the Blade Dresser.

	Form A
	Form B







	Diamond Bonded and Dust Dresser







GRADIENT INDUSTRIES specializes in the design and manufacture of Diamond Dressing Tools. Please contact us for details.

Our Product Range is 

	PRODUCT DESCRIPTION
	FIGURE

	
	

	SINGLE POINT DIAMOND DRESSER

a) Diamond Quality – Super & Commercial

b) Diamond Wt. – 0.10 carat to 3.00 carat

c) Please mention Diamond quality, weight and shank size at the time of ordering.
	

	MULTI – POINT DIAMOND DRESSER

 Please mention No of Points, Diamond weight and shank size at the time of ordering.
	

	CHISEL POINT DIAMOND DRESSER/

DIAFORM TOOLS
Please mention Tip Radius, Diamond weight, Angle and shank size at the time of ordering.


	

	BLADE TYPE DIAMOND DRESSER

Please mention the following points at the time of ordering;

a) Diamond Plate Size, b) Form A or Form B, c) Total Length 
	

	DIAMOND IMPREGNATED DRESSER

Please mention Diamond Grit Size, Abrasive Size and Shank Size.
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Company Profile & Product Range





GRADIENT INDUSTRIES





GRADIENT INDUSTRIES is established to serve the EDM wirecut users with quality EDM wires. The company is committed to serve the EDM Wirecut Users on a long term basis and to grow with them. 





The production of EDM wires is a task for the specialist. Based on the experience in Metallurgy as well as application of EDM wire and innovation, Gradient Industries has been able to produce the best quality and varieties of EDM wires to suit every individual need of end users. 





Along with EDM wires, the company has developed technology for manufacturing of Diamond Wire Guides used in EDM Wirecut Machines. Diamond Dressing Tools that are frequently required for Tool Room activity are also manufactured. 











 EDM BRASS WIRES


ZINC COATED WIRES


DIAMOND GUIDES


DIAMOND DRESSING TOOLS
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Diamond Wire Guides
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Diamond Dressing Tools
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Diamond Wire Guides
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EDM Wires
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TYPE OF SPOOL�
FLANGE  (B)�
LENGTH (A)�
BORE�
WT. PER SPOOL�
�
�
�
�
�
�
�
DIN 125�
125 MM�
125 MM�
16 MM�
3.6 KGS�
�
DIN 160�
160 MM�
160 MM�
22 MM�
6.0 KGS�
�
P-3�
130 MM�
110 MM�
20 MM�
3.0 KGS�
�
P-5�
160 MM�
115 MM�
20 MM�
5.0 KGS�
�









A





Single Point Dressers





�


Style A: Straight Shank
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GRADIENT INDUSTRIES





�


Style B: Straight Shank with Head





When ordering, please mention Product code, Diamond Grade, Diamond Wt. �
�
Product Code�
Type of Shank�
Shank Size �
Available Diamond Weight (CARAT)�
�
GI-SP-SA-01�
STYLE – A �
8mm DIA x 30mm L�
0.25 to 0.75 �
�
GI-SP-SA-02�
STYLE – A �
8mm DIA x 80mm L �
0.25 to 0.75�
�
GI-SP-SA-03�
STYLE – A �
10mm DIA x 80mm L�
0.25 to 1.50�
�
GI-SP-SA-04�
STYLE – A �
12mm DIA x150mm L�
0.25 to 2.50�
�
GI-SP-SB-01�
STYLE – B �
14mm(D) x 20mm x 10 mm(d) x 50 mm (L)�
0.25 to 3.50 �
�
GI-SP-SB-02�
STYLE – B �
16mm(D) x 20mm x 10mm (d) x 50mm(L)�
0.25 to 4.50�
�
GI-SP-SC-01�
STYLE – C�
MK 0 �
0.25 to 1.50 �
�
GI-SP-SD-01�
STYLE – D �
MK 1 with Head�
0.25 to 4.50�
�
GI-SP-SE-01�
STYLE – E �
MK 1 �
0.25 to 2.00�
�
�
�
�
�
�
�
�
�
�
�
Please send us detailed dimension or drawing, if you want to order for any shank not specified in the above table. 
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 Diamond Dressing Tools





Diamond Dressing Tools





Shaping Tools
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Chisel Point
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Carat Weight: 0.50


Tip Radius: 0.125, 0.250, 0.500  (Please specify)�
�
Product code�
Type of Tool�
Shank Size�
Included Angle�
�
GI-ST-01�
Chisel Point�
11mm DIA x 40mm L�
40° �
�
GI-ST-02�
Chisel Point�
11mm DIA x 40mm L�
60°�
�
GI-ST-03�
Chisel Point�
10mm DIA x 100mm L�
40°�
�
GI-ST-04�
Chisel Point�
10mm DIA x 100mm L�
60°�
�
GI-ST-05�
Diaform Dresser�
9.52mm DIA x 44.5mm L�
40°�
�
GI-ST-06�
Diaform Dresser�
9.52mm DIA x 44.5mm L�
60°�
�
GI-ST-07�
Diaform Dresser�
9.52mm DIA x 58mm L�
40°�
�
GI-ST-07�
Diaform Dresser�
9.52mm DIA x 58mm L�
60°�
�






Diamond Dressing Tools





Blade Type Dressers





Product Code�
Type of Blade�
B�
L�
Length (L)�
T�
�
GI-BTA-01�
Form A�
20�
15�
33�
0.75,





 0.90, 





1.11, 





1.40, 





1.85�
�
GI-BTA-02�
Form A�
20�
10�
28�
�
�
GI-BTA-03�
Form A�
15�
10�
28�
�
�
GI-BTA-04�
Form A�
10�
15�
33�
�
�
GI-BTA-05�
Form A�
10�
10�
28�
�
�
GI-BTB-01�
Form B�
20�
15�
33�
�
�
GI-BTB-02�
Form B�
20�
10�
28�
�
�
GI-BTB-03�
Form B�
15�
10�
28�
�
�
GI-BTB-04�
Form B�
10�
15�
33�
�
�
GI-BTB-05�
Form B�
10�
10�
28�
�
�
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Diamond Bonded Dresser





Diamond Dressing Tools
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�





Diamond Dust Dresser





Product Code�
Diameter�
Diamond Depth�
Shank Size�
�
GI-BD-110�
6�
6�
Please specify�
�
GI-BD-120�
10�
6�
Please Specify�
�
GI-BD-130�
12�
6�
Please Specify�
�
GI-BD-140�
16�
6�
Please Specify�
�
GI-BD-150�
19�
6�
Please Specify�
�
GI-DD-01�
10�
10�
11mm D x 50mm L�
�
GI-DD-02�
8�
10�
10mm D x 50mm L�
�
Please specify Grit size.





Style C: MK0 Shank
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Style D: MK-1 Shank with Head





Style E: MK-1 Shank
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Diamond Dressing Tools


























Diaform Dresser
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